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Both colour and colourless foreign fibres that
contaminate the cotton yarn can be detected and
cleaned out very effectively

DETECTION .

Intelligent combination of multiple technologies

SONIC - High intensive ULTRA SOUND

The white or transparent PP and other plastics may
be small in number but nevertheless cause more
serious damage. The High Intensive ULTRA SOUND
rays penetrate through each and every cotton tuft
and detect these non cotton but hite or colourless
material. Even such materiel embedded inside the
cotton tufts are detected.

VISION

2048-Pixels Advanced Linear CCD cameras arranged on
either side of cotton passage LOOK for the colour
material.

The Ultrasonic Sensors as well as the CCD cameras
are arranged across the whole working width.

The detected signals are processed instantaneously
and coordinated to the specific position in the
width.

COTTON VISION SORTER

Cotton Contamination Clearer
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EJECTION:

The specific area which has been tagged to contain the
harmful contaminants is ejected by a powerful set of valves.

This system helps eject only the contamination and avoids
unnecessary waste of good cotton.

INSTALLATION

GENN
Fan (OPT +US) Beater

GENN Plucker
(Optical)  Opener
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R FEATURES

Camera . 2048-Pixels Advanced Linear CCD
Double sided viewing
Manual IRIS/ Focus Lens
Minimum Detecting size 0.088mm

Lamp . LED Lamp gives more stable and uniform light in all areas
Better life (50,000 hours)
Blue ray gives better performance in oil cotton contamination

HMI : 7" TFT color Touch screen (65535 colors)
Ejection reports in hours, days and shift
Secured 20 Type of programming modes

Ultrasonic . High frequency Ultrasonic Transceiver for polypropylene ejection
Solenoid Valve : High Speed ejector can eject upto 77 contaminations / second

Contamination : Selectable Fault size & High tech Ejection system minimize white waste

TECHNICAL SPECIFICATIONS €

Application : At cotton blow room lines

Preferred location . Ideally after the fine beater.

Production rate : 700 - 1000 kgs per hour

Working width : 960 x 80mm

Dimension (inmm) : LXWXH= 1500 x 1500 x 3300 mm
Voltage : 230V AC (+/-5%)

Frequency : 50/60Hz

Air Pressure : 5-6 bar

Air Consumption : 10 CFM (depends on level of contaminations

and No of ejections/ Hr)

Space requirement : From Previous Beter Series 3000 mm
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GENN CONTROLS INDIA
PRIVATE LIMITED has been
in the field of industrial
electronics and control
systems for textile and food
processing industry for more
than a decade. Now, the
technologies are fully tested
and validated in field
environment. More than
1500 installations in India
and abroad are performing
satisfactorily.

Cotton Contamination Clearer
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COTTON VISION SORTER






